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Motion Pro with PIR

motionpro

The MotionPro unit utilises
passive infrared technology
to detect heat radiation of
moving objects such as
people & vehicles.

Features

e Available as 10W, 30W, 50W
(with or without PIR) & 80W
fittings

e Stainless steel mounting
bracket

e |ow running cost
e Instant switching

e No minimum ‘on/off time’
required

e High Brightness

e Long Life LED - Up to 35,000
operating hours

e Aluminium construction and
a Robust Design - Shock and
vibration resistant

e Extended life time

www.channelsafety.co.uk
Tel. 0845 884 7000
Email. sales@channelsafety.co.uk

10W LED FLOODLIGHT
Input Voltage

Power Efficiency

100-240V AC 50/60Hz
=0.95
=80%
10W
=90Ilm/W
RA>70
120°
5500 - 7000K
Temperature:- 30°C~50°C
IP65

30W LED FLOODLIGHT
Input Voltage

Beam Angle

100-240V AC 50/60Hz
=0.95
=85%
30W
=90Im/W
RA>70
120°
5500 - 7000K
Temperature:- 30°C~50°C
IP65



Motion Pro with PIR

e Sleek, minimalistic,
contemporary design

e Power factor >90%
e Low maintenance

e No minimum ‘on/off time’
required

e Instant lllumination
50W LED FLOODLIGHT stant Illu atio

Input Voltage 100-240V AC 50/60Hz

>0.95 ¢ Instant re-strike

g

50W e White light

S

RA>70 e Good colour rendition
120°

5500 - 7000K e Eco-Friendly - No lead,
TEpEETE: - SPGB0 mercury, argon, xenon or
s Krypton gases

e Low environmental impact

e PIR and remote PIR sensor
technology available

e Bridgelux® LED components

BRIDGELU !

e

The Magic of Light™

REMOTE PIR MOVEMENT DETECTOR

Detection Coverage 12m 140°

Adjustable in vertical & horizontal planes
Power Source 220-240V 50Hz
Working Temperature -20~+40
Ambient Light 3-2000LUX (adjustable)
Working Humidity <93%RH
Time-Delay Min: 10sec+3sec Max: 7min+2min
Power Consumption 0.45W (work)
Rated Load 1200W (incandescent lamp)

300W (energy-saving lamp)

Detection Moving Speed 0.6~1.5m/s
Detection Distance 12m max(<24°C P44 www.channelsafety.co.uk
Ingress Protection P44 Tel. 0845 884 7000

Email. sales@channelsafety.co.uk



Motion Pro
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' " ‘ 10W LED FLOODLIGHT

=1 Input Voltage 100-240V AC 50/60Hz
T Power Factor =0.95
PUILY VY VIV | 6o =
Power Efficiency =80%
Pl LED Power 10W
'j Jf’ LED Luminous Efficiency = 90Im/W
_ RA>70
0.6kg Beam Angle 120°
Colour Temperature 5500 - 7000K
Operational Condition Temperature:- 30°C~50°C
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30W LED FLOODLIGHT

Input Voltage 100-240V AC 50/60Hz
=095

>a0%

30w
=S0mAY

CRI RA>70
5500 - 7000K
Temperature:- 30°C~50°C
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50W LED FLOODLIGHT
Input Voltage

Power Factor

Power Efficiency

LED Power

LED Luminous Efficiency
R

Beam Angle

Colour Temperature

Operational Condition

Ingress Protection

80W LED FLOODLIGHT

Input Voltage

Power Factor

Colour Temperature |

Colour Temperature

Operational Condition
Ingress Protection

100-240V AC 50/60Hz
=0.95
=85%
50W
=90Im/W
RA>70
120°
5500 - 7000K
Temperature:- 30°C~50°C
IP65

100-240V AC 50/60Hz
=0.95
=85%
80W
=90Im/W
RA>70
80°
5500 - 7000K
Temperature:- 30°C~50°C
IP65

motionpro
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motionpro

Ave 7 3 Lux

10.5m

Ave 9. 39 Lux

www.channelsafety.co.uk
Tel. 0845 884 7000
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Performance data

10W LED FLOODLIGHT

Mounting height 3m
Eav[lx] 7.31

Emin[Ix] 0.03
Emax[Ix] 31

30W LED FLOODLIGHT

Mounting height 4m
Eav[lx] 9.39

Emin[lx] 0.04
Emax([Ix] 47
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Lumen comparison chart

LUMENS LAMP LED FLOODLIGHT LUMENS

2100 200W linear halogen 30W 2600

4800 300W linear halogen 50W 4500

9500 500W linear halogen 80W 7000
HQI (CDMT)

1650 20W 30W 2600

3600 35W 50W 4500

7300 70W 80W 7000
SonT

3400 50W 50W 4500

5900 70W 80W 7000

I1 500m



50W LED FLOODLIGHT

Mounting height 5m
Eav[Ix] 10

Emin[lx] 0.11
Emax[Ix] 72

80W LED FLOODLIGHT

Mounting height 6 m
Eav[lx] 10

Emin[lx] 0.11

Emax[Ix] 72

Motion Pro
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Product codes

STOCK CODE

DESCRIPTION

E/FLOOD/LED/10W
E/FLOOD/LED/30W
E/FLOOD/LED/50W
E/FLOOD/LED/80W
E/FLOOD/LED/10W/PIR
E/FLOOD/LED/30W/PIR
E/FLOOD/LED/50W/PIR
E/MP/PIR/BK

MotionPro LED 10w Floodlight
MotionPro LED 30w Floodlight
MotionPro LED 50w Floodlight
MotionPro LED 80w Floodlight
MotionPro LED 10w Floodlight with PIR
MotionPro LED 30w Floodlight with PIR
MotionPro LED 50w Floodlight with PIR
PIR movement Detector

Errors & ommissions excluded. Specification is subject to change without notice.

motionpro

5m

13m

6m

17.25m
Ave 1 Q.EUX
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